
INSIGHT
Design: Mark Hunt
Span: 74"  Length: 78"  Area:
890 sq. in.  Weight: 10 lbs. +
Last Updated: 11/09/06
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F1-TOP
1/8" LITE PLY

F1 - 1/8"
LITE PLY

FINAL EDGE -
RIGHT THRUST

F1-BOTTOM
1/8" LITE PLY

F2- FIREWALL
1/8" LITE PLY

2.5-3.0° RIGHT
THRUST OFFSET

F4 - 1/8" LITE PLY

F3, F5, F6, F7 - 1/8" LITE PLY F8 - 1/8" BALSA (MED.) F9 - 1/8" BALSA (MED.) F10 - 1/8" BALSA (MED.)
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SPAR TUBE DOUBLER
2 pcs. - 1/8" LITE PLY

NOSE RING - YS140s
1/16" HIGH GRADE PLY

LINE WITH FUEL TUBING

STANDOFF WITH 4-40 BLIND NUT (2 PLCS.)

PLY STANDOFF W/ 4-40 BLIND NUT
STANDOFFS MATE TO BACK SURFACE OF F-1

GEAR PLATE - 1/4" PLY (5 PLY)

LIGHTENING HOLES

GEAR LEG MOUNTING HOLES WITH 4-40
BLIND NUT (MY HOLE LOCATIONS)

GEAR PLATE ASSEMBLY

FRONT

NOTE:  BLIND NUTS ARE MOUNTED INTO GEAR
PLATE BOTTOM SURFACE BEFORE GLUING IN

PLACE - BLIND NUTS WILL BE FLUSH WITH
BOTTOM OF FORMERS AND FUSE SIDES, NOT THE

BOTTOM SURFACE OF THE GEAR PLATE

F4

F5

SCALE 1:2

1/16" PLY TAILWHEEL PLATE

F1

F2 F3 F4
F5 F6

F8
F9

F10

F11

F12

1/16" PLY TOP

1/16" PLY DOUBLER

WING TUBE

WING TUBE DOUBLER

1/16" PLY DOUBLER ENDS HERE

TOP AND BOTTOM OF FUSE BOX TO BE SHEETED 1/16" CONTEST GRADE BALSA
CROSS GRAIN. SHEETING RUNS FROM FIREWALL TO TAIL ON  BOTTOM OF FUSE.  TOP
FUSE SHEETING STARTS AT F6 (END OF 1/16" PLY ) AND GOES TO TAIL

ADD BALSA TRIANGLE STOCK BEHIND
FIREWALL FOR ADDED STRENGTH

F7
CHEEK COWL OUTLINE (APPROX.)

1/8" LITE PLY FIREWALL SET AT 2.5-3.0°
RIGHT THRUST, 1° DOWNTHRUST

1/8" MED. BALSA FUSE SIDE

CUT ELEVATORS FOR RUDDER CLEARANCEAS NECESSARY

1/4" BALSA TOP SHEET

FORWARD CANOPY CUT LINE

REAR CANOPY CUT LINE

1/16" BALSA SHEETED CANOPY SECTION
(OVER FOAM CORE)

1/16" CROSS GRAIN BALSA SHEETING
ACROSS CANOPY BASE

1/16" PLY FUSEBOX TOP
FIREWALL TO F-7 ONLY

1/16" PLY FUSE DOUBLER OUTLINE
WITH LIGHTENING HOLES

1/8" LITE PLY SPAR TUBE SLEEVE
DONUT/DOUBLER

1/16" BALSA SHEETED BOTTOM FUSE DECK

1/16" CROSS GRAIN BALSA SHEETING
BOTTOM OF FUSE BOX

SLOT TO BE CUT HERE IN EACH
FUSE SIDE (& DOUBLER) FOR 2 PC.
LANDING GEAR

1/16" BALSA SHEETED TOP REAR DECK
SECTION (OVER FOAM CORE)

1/16" CROSS GRAIN BALSA SHEETING
FROM F-7 TO TAIL POST

1/16" BALSA SHEETED BTTM REAR
DECK SECTION (OVER FOAM CORE)

BALSA & FOAM DORSAL MADE FROM CUT AWAY VERTICAL FIN MATERIAL
SAND TO SHAPE AND SHEET BTTM WITH 1/16" BALSA.  ADD 1/16" PLY AT

REAR FOR TAILWHEEL MOUNT

MK TAILWHEEL USED ON PROTOTYPE

END OF 1/16" PLY FUSE DOUBLER
(LIGHTEN AS SHOWN, WHEREVER POSSIBLE)

1/16" PLY FUSE DOUBLER SOLID
IN THIS AREA FOR ADDED STRENGTH

F-2 - FIREWALL

F-3

F-4

1/4" PLY GEAR PLATE

FUSE SIDE (1/8" MED. BALSA) SPLICE, USE ONE FOR EACH FUSE SIDE -
OPPOSING SPLICE DIRECTIONS. REAR FUSE SIDE MADE FROM
1/8"x48"x4", FORWARD PIECE MADE FROM 1/8"x36"x4" - MED. BALSA

1/2" RUDDER COUNTERBALANCE
MADE FROM MED. BALSA, SAND
TO SHAPE

3/8" BALSA SHEET STOCK FOR
BEVELED LE OF RUDDER

3/8" BALSA FLAT STOCK FOR TE
OF VERTICAL FIN, MUST EXTEND BELOW

V. FIN, DOWN TO TAILWHEEL AND BE
GLUED TO THE BACK OF THE FUSEBOX

MAKE SURE TO LEAVE BOTTOM
SECTION OF THIS POST WIDE TO FILLET

PROPERLY WITH END OF FUSEBOX.

1/4" BALSA LEADING EDGE

VERTICAL FIN T.E. MUST EXTEND
DOWN TO TAILWHEEL LOCATION

1/16" BALSA SHEETING
(ALL CONTEST GRADE UNLESS OTHERWISE NOTED)

1"x1"x1/16" PLY HARDPOINT
(ONE PER SIDE FLUSH WITH SKIN)
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SCALE (INCHES)

REAR CANOPY FACING 2 PCS.
1/16" PLY (APPROXIMATE OUTLINE)

CANOPY PIN LOCATIONS (OPTIONAL)

FORWARD CANOPY FACING 2 PCS.
1/16" PLY (APPROXIMATE OUTLINE)

CANOPY PIN LOCATIONS (OPTIONAL)
1/4" BALSA SHEETING ON
TOP 3 SURFACES

1/8" BALSA SHEETING
ON SIDES OF CHIN AREA

NOSE SECTION ISO VIEW
1:4

OPTIONAL LUIS RODRIGUEZ
CANOPY  PROFILE


